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This listing of claims will replace all prior versions, and listings, of claims in The application. 
Listing of Claims: 

1 . (currenrly amended) In a computer graphics system, a method for applying texture 
mapping in per-pixel operations, the method comprising: 

receiving a plurality of parameters that are used to d efine a pixel value at a pixel in a 
primitive; selecting a * i e t of paramet e rs at least one parameter from the plurality of parameters; 

substituting a texture val ue from a texture map in place of a values produced from an 
algorithm that uses t he selected at least one parameter to determine a pixel value , the solnrtnri zat 
of paramotors being as G ociatod with texture values, one paramotor p e r texturo value, tha 
parameters -t hat are not soloctod defining a set of unsolectcd parameters that have constant values 
over the primitive ; 

determining a texture value for each of the selected parameters by accessing a set of 
textures, the texture value for the selected parameters varying over the primitive; and 

determining the pixel value by using the unselected parameters with constant values ovor 
tho primitive and the selected parameters with varyin g texture values over the primitive, wherein 
the set of unselected parameters are not a ss e oiated with texture values and the texture values are 
associated with the selected parameters, 

2, (previously presented) The method as recited in claim 1, further comprising: displaying 
the pixel according to the determined pixel value on a display device. 

3. (original) The method as recited in claim 1, wherein the plurality of parameters includes 
per-primitive parameters, which are defined over the entire primitive. 

4, (original) The method as recited in claim 1, wherein the primitive is a polygon. 

5. (original) The method as recited in claim 1, wherein rhe plurality of parameters includes 
both scalar and vector parameters. 
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6. (original) The method as recited in claim 3, wherein the plurality of parameters includes 
one or more of emission material color, ambient material color, global ambient light color, 
attenuation factor, ambient light color, diffuse material color, diffuse light color, specular 
material color, specular light color, a surface normal vector, a specular exponent, an environment 
map color, and a shadow color. 

7. (original) The method as recited in claim 1 , wherein the operation of determining the 
texture value further comprises the operations of: 

receiving texture coordinates for accessing the set of textures: and 

accessing the textures in response to the texture coordinates to generate the texture 

values. 

8. (original) The method as recited in claim 7, wherein the accessed texture includes a 
plurality of texture elements, the method of further comprising the operation of: 

filtering the accessed texture elemenrs of the textuie map onto the selected pixel to 
generate the texture value associated with the pixel. 

9. (original) The method as recited in claim 1, wherein a light value is generated for the 
pixel value by evaluating a lighting equation that is defined in terms of the plurality of 
parameters. 

1 0. (original) A device for generating per-pixel values of pixels in a primitive by using 
texture parameters, the pixel values of the pixels in the primitive being defined by a plurality of 
parameters, rhe device comprising: 

a texture memory for storing a set of texture maps; 

a texture unit for receiving texture coordinates for accessing a set of selected texture 
maps in the texture memory, the set of selected texture maps being associated with a set of 
selected parameters selected from among the plurality of parameters that define a pixel value in 
the primitive, the texture unit generating a texrure value associated with the pixel from each of 
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the selected texture maps, wherein the parameters thai are not selected from the plurality of 
parameters define a set of unselected parameters; and 

a rendering unit for generating the pixel value in response to the texture values of the 
selected parameters and to the unselected parameters. 

11. (original) The device as recited in claim 10, wherein the primitive is a polygon, 

12. (original) The device as recited in claim 10, wherein one or mote of the selected 
parameters are selected from a parameter group consisting of emission material color, ambient 
material color, global ambient light color, attenuation factor, ambient light color, diffuse material 
color, diffuse light color, specular material color, specular light color, a surface normal vector, a 
specular exponent, an environment map color, and a shadow color. 

13. (original) The device as recited in claim 10, wherein the plurality of parameters includes 
both scalar and vector parameters. 

14. (original) The device as recited in claim 10, wherein the pixel value is a light value that 
is generated by evaluating a lighting equation using the plurality of parameters. 

15. (presendy amended) A computer graphics system for generating per-pixel values for 
pixels in a primitive by using texture parameters, the pixel values being defined by a plurality of 
parameters, the system comprising: 

a bus; 

a processor coupled to a the bus; 
a main memory coupled to the bus; 
a storage unit coupled to the bus; and 

a graphics subsystem coupled to receive a plurality of parameters defining the pixel 
values for the pixels in the primitive, the graphics subsystem including: 

means of selecting tret of parameters at least one parameter from the plurality of 



parameters; 
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substituting a texture valu e from a texture map in place of a values produced from an 
algorithm that uses ihe selected at least one parameter ro determine a pixel value, tho ^loctod sor 
of paramet e rs being associated with texture values, one parameter per tojtruro valuo.tho 
parameters that are not selected <jefming a sot - of unselected parameters that have constant voluoii 
eve r th e primitive ; 

means for determining a texture value for each of the selected parameters by accessing a 
set of textures, the texture value for the selected parameters varying over the primitive; and 

means for determining the pixel value by using the unselected parameters w ith constan t 
values over thu priuiiu v o and the ooloctod param e ters WHk-v&rying texture values over the 
primitive, wherein the set of unselected parameters are not a ssociated with lexture values and the 
texture values are associated with the selected parameters. 

16. (original) The system as recited in claim 15, wherein one or more of the selected 
parameters are selected from a parameter group consisting of emission material color, ambient 
material color, global ambient light color, attenuation factor, ambient light color, diffuse material 
color, diffuse light color, specular material color, specular light color, a surface normal vector, a 
specular exponent, an environment map color, and a shadow color. 

17. (original) The system as recited in claim 15, wherein the plurality of parameters includes 
both vector and scalar parameters. 

18. (original) The system as recited in claim 15, wherein the pixel value is a light value that 
is generated by evaluating a lighting equation using the plurality of parameters. 

19. (original) The system as recited in claim 15, wherein rbe primitive is a polygon. 

20. (original) The system as recited in claim 15, wherein the means for determining a texture 
value filters the accessed set of textures to generate the texture values. 
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